
Features
Efficiency (Typ.): 93 % at 230 Vac full load 

Active Power Factor PF≥ 0.98 

Power Good Signal 

OVP/OCP/SCP/OTP ready 

ZVS technology to reduce power dissipation 

MTBF > 200,000 hours at 25 °C typical load 

Operating altitude: 5000 meters 

Surge protection: 4KV(L/N-PE) and 3KV(L-N) 

Can withstand 300 Vac input voltage for 1 minute 

PoE Isolation

Dimension
190.5 mm (L) x 101.6 mm (W) x 35.6 mm (H) 

Safety
UL / cUL / CB

EMI/EMC
CE / FCC

Environmental Specifications 

Hold-up time 

Efficiency 

Protection 

MTBF

10ms@115 Vac at 80 % load

90.5 %/115Vac, 93 %/230Vac at full load 

OCP, OVP, OTP 

200,000 hours per SR332 at 25 °C

General Specifications 

PoE Open Frame

SSF-9002-P

11

8.3 A

100 W 

±5 % 

120

Input TypeTotal PowerModel
DC Outputs

12 V -54 V

100-240VACSSF-9002-P 900W

RATED POWER (Max.)

Regulation 

Ripple & Noise (mVp-p) 

14.8 A 

800 W

±5 % 

540

Temperature 

Humidity 

Altitude 

-10 °C to +50 °C

Operating: 5 % ~ 90 % RH non-condensing

Non-Operating: 5 % ~ 95 % RH non-condensing 

5000 Meter
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